





 E un generatore di impulsi per stimolare le camere cardiache

« L’impulso viene trasmesso attraverso un elettrocatetere
posizionato per via transvenesa in 1,2 0 3 cavita cardiache ( Atrio,
ventricolo dx, Seno Coronarico)

Le 4 funzioni principali dir un Pacemaker:
Stimolazione del cuore

Rilevamento dell'attivita intrinseca (e
conseguente “non-stimolazione”)

Risposta ai bisogni metabolici attraverso la
stimolazione “rate-responsive”

Fornire informazioni diagnostiche memorizzate
nel PM







MONITOR WEBSITE
SERVER

Sistema che :

permette ai pazienti di inviare | dati del proprio device direttamente da
casa propria, tramite il Medtronic CareLink Monitor

permette al medico di visionare ed analizzare | dati tramite internet, sul
Medtronic CareLink WebSite













Allarmi trattamento clinico (@ Allarmi integrita elettrocat_/disp.

Condizioni di allarme Segnale disp.

Impedenza dell'elettrocatetere fuori range... 5di5 On - Alto
RRT Tensione di batteria insufficiente... On-Alto
EQOS tempo di carica eceessivo... On-Alto
Ricon.VF su Off, 3 o pili terapie VF o FVYT su Off. On-Alta

Orario attivaz. allarme {OptiVol)... 10:00
Orario attivaz. allarme {tutti gli altri)... 08:00

Segnale emergenza

Allarmi AT/AF Attivaz. Burden Freq. V.

Burden quotidiano di AT/AF On 24 h
Frequenza V. media durante AT/AF ~ On 6h 130 min-"

| | ]
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CareAlert Notification Setup

Llze this section to set up when and how your clinic is notified when the Carelink Metwark receives a Caredlert Transmission
from a device enabled with & Conexus YWireless Telemetry.

Overview Alert Groups | Red Alert Clinic Motification Yellow Alert Clinic Motification Matification Hours

Medironic CARELINK® NETWORK Help | Resources | View Profile | Sign Out

[ Display descriptians of alert canditions

Clinical Management Alerts @ Red Alert O Yellow Alert Website-only Alert

AT/AF Daily Burden > Threshold 0] @® 9]
Fast Ventricular Rate during AT/AF @) @® (9]
Number of Shocks Delivered in an Episode O @® O
All Therapies in a Zone Exhausted ® O O
Optivel Fluid Alert O ® o
Lead/Device Integrity Alerts @ Red Alert O Yellow Alernt Website-only Alert
VF Detection/Therapy Off ® O 9]
Low Battery Voltage Recommended Replacement Time @] @® O
Excessive Charge Time End of Service ® o O
RV Lead Integrity ® O C
Atrial Pacing Impedance Out of Range O @® @]
Right Ventricular Pacing Impedance Out of Range ® O O
Left Ventricular Pacing Impedance Out of Range @] @® O
Ventricular Defibrillation Impedance Out of Range ® o @]
SVC (HVX) Defibrillation Impedance Out of Range ® O O
Non-Programmable Alerts @ Red Alert 2 Yellow Alert Website-only Alert
Electrical Reset * ® O C
Pacing Mede DOO, VOO, or ADO * ® O )
Active Can Off without SVC* ® @] 9]
Charge Circuit Timeout * @® O (@]

*Mnte Alerts identifind with an asterisk ™ are nnn-nrnnrammahle alerts A natient andible tone will alwavs snond when a non-nrnnrammahle device alet nernres
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Time Course of Algorithm Identification
of Lead Fracture to Inappropriate Shocks

|
100% - 1+ 100% prior to shocks

Il 68% del pazienti

Bﬂufu N = 22 . .
B0% {1 viene avvisato con
| 2 giorni di anticipo
Algorith
\dentification 60% - 4% T oy
of Lead 50% - /

Fracture, %

ey 11 100% dei
30% ! R
20% - paz_lentl V|e_ne
5 avvisato prima
0% , :
0 e della frattura del
Time From Algorithm Warning To Shock (Days) Catetere_

Multiple Indicators Provide An Earlier Identification of Sprint Fidelis® Lead Fractures
Abstract submitted to Cardiostim 2008 by Kenneth A Ellenbogen, Bruce Gunderson,...
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